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IOWA DEPARTMENT OF TRANSPORTATION 

 

To Office  Bridges and Structures Date     October 1, 2009 

 

Attention All Employees Ref No.  521.1 

 

From   Gary Novey 

 

Office   Bridges and Structures 

 

Subject   Revisions to Foreslope Protection Standards 

 (CADD M0162) 

 

 The revised standards are located in the EnglishForeslopeProtectionBridges.dgn file.  

Electronic copies are available in the following Office of Bridges and Structures standard 

directory W:\Highway\Bridge\Standards\Bridges and on the Internet:  

 

 http://www.iowadot.gov/bridge/standard.htm 

  

 The Standards 1005 to 1007E were revised as follows: 

 

1. 1005A 

 

 A note was added on use of the standard with revetment.  

 

2. 1005 to 1007C. 

 

References to the Iowa DOT Construction Specifications were revised for the new 

2009 series. 

    

 

3. 1007D and 1007E 

 

The “Technical Data Information – Geotextile Fabric” table was updated to replace 

the  “Permeability” specification with “Apparent Opening Size (AOS)”. 

 

If you have any questions about these revised standards, please check with Thayne 

Sorenson or Dean Bierwagen. 

 

GAN/tos/bj 

 

http://www.iowadot.gov/bridge/standard.htm

